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   Jetvent ANALOGUE Switch Board Controller Kit - Quick Start 

 
1. Unpack Controller kit 
2. Mount Controller and power transformer to DIN rail in enclosure 

in the desired location 
3. Unpack terminal strips/plugs for controller and wire to fans 

according to Fantech Wiring Diagram W302 or W303.  
4. Wire sensors to controller and expansion boards as required. 
5. Power up controller. 
6. Check that home screen reads *System OK* with no (0%) activity. 
7. Enter the Main Menu -> H.Manufacturer menu, entering 1234 as 

the password (hit enter between digits) 
8. Enter menu a.Configuration, in Screen 01 ensure system is set to 

“ANALOGUE MODE” and select the appropriate number of fans 
wired in at step 3. Hit enter to travel between menu options. 

9. Go back to the Manufacturer’s menu, and enter b. I/O 
Configuration. 

10. The sensors sensor setup screens labelled Sensor B1 and B2. Select 
whether a sensor is connected to a particular fan as per details in 
step 4, and ensure sensor scale values match sensor specs. 

11. Press back until the home screen is accessed and check that 
*System OK* is displayed and scrolling down to each individual 
sensor input, changing the level of pollutant at each sensor results 
in a change in the displayed pollution level. 

12. If the system has a fault condition, error in operation or other 
problems, refer to the detailed manual (INST-JVC-ANA1) for 
further setup instructions and troubleshooting. 
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