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Installation Instructions 

LSD - Linear Slot Diffuser  
 
Part Numbers 
LSD125-600A, LSD125-600W, LSD225-600A, LSD225-600A  
 
Contents 
LSD125-600A/W 
1 x 554mm 1 Slot Linear Diffuser Grille Anodised / Powder Coated White 
1 x 550x50mm Diffuser Plenum Box with oval Ø150mm spigot neck 
2 x Self drilling screw 
 
LSD225-600A/W 
1 x 554mm 1 Slot Linear Diffuser Grille Anodised / Powder Coated White 
1 x 550x95mm Diffuser Plenum Box with oval Ø150mm spigot neck 
4 x Self drilling screw 
 
Mounting Instructions 
Note: Installation of this product should be carried out by appropriately qualified persons  
 
Installing before plastering  
 

1. Check ceiling joist location, spacing, and cavity height to ensure that the plenum box will fit in 
roof space.  

2. Mount the plenum box to the ceiling joists using self-drilling screws prior to plastering in the 
location required. A timber noggin may be required for mounting purposes. Attach the flexible 
duct (duct not included).  

3. Take measurements so that the plenum box can be located from beneath the ceiling when 
the plastering is complete.  

4. Using measurements taken in the previous step, locate the plenum box and cut a hole in the 
ceiling plaster to suit the plenum box opening (1 Slot 525x50mm or 2 Slot 525x95mm). Insert 
Grille and ensure it lines up with the plenum.   

5. Using the self-drilling screws (included) attach the Grille to the plenum by placing the screws 
though the mounting block holes on the inside of the Grille slot and screwing through the 
plenum box mounting tabs. Screws may pull Grille to center.  

 
Installing after plastering 
 

1. Ensure that there is access above the ceiling where the plenum box is planned to be installed.  
2. Choose desired location for the grille and check ceiling joist location, spacing, and cavity 

height to ensure that the plenum box will fit in ceiling space above.  
3. Install the plenum box into the ceiling from above, mounting as necessary. A timber noggin 

may be required for mounting purposes. 
4. Cut a hole in the ceiling to suit the plenum box opening (1 Slot 525x50mm or 2 Slot 

525x95mm). 
5. Using the self-drilling screws (included) attach the Grille to the plenum by placing the screws 

though the mounting block holes on the inside of the Grille slot and screwing through the 
plenum box mounting tabs. Screws may pull Grille to center.  

 
Fans to Suit (Not included) 

 
TD-500/150  
EIE150   
EWE152  
EWE154  
RIL-150   
MTP132   
ECE152   
ECE154   
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