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Rickard Constant Volume Swirl Diffuser 
 

INSTALLATION & MAINTENANCE INSTRUCTIONS 
  
 
 
Introduction 
The Rickard Constant Volume Swirl Diffuser (CSW) is primarily 
intended for use in internal zones of a building where better mixing 
of air is required. The CSW diffuser features a unique profile that 
ensures airflow is directed uniformly in all directions from the face of 
the diffuser. This ensures air is distributed uniformly in all directions 
within the room for optimal mixing. 

        
Installation 
1. Installation of this product should be carried out by appropriately qualified persons.  
 
2. The CSW diffuser can be mounted in: 
 - Drop-in exposed tee ceilings  
 - Plastered ceilings 
 - Baffled ceilings 

 
Some installations may require a T-frame (shown above) which is an optional extra shown above. 

 
3. Connect the flexible duct to the collar and place the diffuser onto the ceiling tee bars or fix it to 
the ceiling using a concealed fixing method. 
 
Note: To protect the diffuser from dust and scratches, it is often beneficial to install the diffuser without 
removing it from the plastic bag. The bag may then be cut away when all building work is complete. 

Adjustment  
Although the CSW is a constant volume terminal, the air volume may be adjusted manually to 
obtain the required air flow.  This is carried out by removing the plastic plug in the centre of the 
diffuser face and inserting a flat point screw driver to adjust the control disc position up or down 
to allow more or less air to enter the space.  
 
Maintenance  
The Rickard CSW diffuser requires no routine preventative maintenance. Any dust on the face of 
the diffuser can be removed with a damp cloth and mild detergent. 
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